NB: Visqueen 6mm Protect & Drain to be mechanically fixed with the geotextile breathable side AGAINST the timber frame OSB. The Visqueen Protect & Drain must extend above the top of the cavity tray fixing position.

KEY TO MATERIALS:
(Refer to Visqueen Technical Data for full detailed material specification).
1) VISQUEEN ZEDEX CPT DPC. (Preformed cloaks at corners, stop ends & door openings)
2) VISQUEEN DPC TO SPECIFICATION.
3) VISQUEEN DPM TO SPECIFICATION.
4) VISQUEEN LAP TAPE TO SPECIFICATION.
5) VISQUEEN PRO JOINTING TAPE (50mm x 10m).
6) VISQUEEN JOINTING TAPE (100mm x 15m).
7) VISQUEEN FIXING STRIP SYSTEM.
8) VISQUEEN 6mm PROTECT & DRAIN LAYER PROVIDING PERMANENT VENTILATION TO SOLE PLATES.
9) BREATHER MEMBRANE (BY OTHERS).
10) VISQUEEN VAPOUR BARRIER (2m x 50m).
11) VISQUEEN VAPOUR EDGE TAPE (150mm x 15m).
12) BUTYL MASTIC SEAL AROUND SOLE PLATE FIXINGS.
13) FULL-FILL EXTRUDED POLYSTYRENE RIGID INSULATION TO SUPPORT GAS DPC.

NB: DO NOT SCALE - USE FIGURED DIMENSIONS ONLY.